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Solid-State Relays
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DC Switching Series Specifications

NOTE: When controlling an inductive load, like a solenoid or 
coil, a commutating diode must be used. Install the 
commutating diode across the terminals of the load (not the 
SSR terminals). This will protect the SSR from damage caused 
by voltage spikes when turning off the load.

Thermal Ratings

Operating Voltage
Range
Forward Voltage
Drop
Nominal Current
Rating

Signal Pickup
Voltage

Signal Dropout
Voltage
Signal Input
Impedance

Operating Temp.
Range

1 Second Surge

1 VDC

1,000 Ohms

4,000 VRMS

1 mA maximum

P/MP series

100 μsec.

750 μsec.

5 Amps

-40°C to 100°C

5-60 VDC

60 VDC

3 VDC
32 Volts*
allowed

1.5 Volts

3 Amps

Isolation Voltage

Off-State Leakage

Package Type

Turn-On Time

Turn-Off Time

Off-State Blocking

    

Note: *MP series maximum allowed control signal 24 VDC.

DC60P or
DC60MP (91/50104)

1 VDC

1,000 Ohms

4,000 VRMS

1 mA maximum

P/MP series

100 μsec.

750 μsec.

2 Amps

-40°C to 100°C

5-200 VDC

250 VDC

3 VDC
32 Volts*
allowed

1.5 Volts at 1 Amp

1 Amp

1 VDC

1,000 Ohms

4,000 VRMS

1 mA maximum

Power series

100 μsec.

750 μsec.

5 Amps

-40°C to 100°C

5-60 VDC

60 VDC

3 VDC
32 Volts
allowed

1.5 Volts at 3 Amps

3 Amps

DC200P or
DC200MP (91/50160)

DC60S-3
(91/50103)

1 VDC

1,000 Ohms

4,000 VRMS

1 mA maximum

Power series

100 μsec.

750 μsec.

10 Amps

-40°C to 100°C

5-60 VDC

60 VDC

3 VDC
32 Volts
allowed

1.5 Volts at 5 Amps

5 Amps

DC60S-5
(91/50106)
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Dimensional Drawings

Side view: Part numbers DC60S3, 
120D3, and 240D3 only

Side view: All other part numbers
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ALIMENTAZIONE AC

Componente Descrizione Articolo

120A10 120 V AC, 10A, Controllo AC -

120A25 120 V AC, 25A, Controllo AC -

240A10 240 V AC, 10A, Controllo AC -

240A25 240 V AC, 25A, Controllo AC -

240A45 240 V AC, 45A, Controllo AC -

120D3 120 V AC, 3A, Controllo DC -

120D10 120 V AC, 10A, Controllo DC -

240D25-17 120 V AC, 25A, Controllo DC 91/50102

120D45 120 V AC, 45A, Controllo DC -

240D3 240 V AC, 3A, Controllo DC 91/50121

240D10 240 V AC, 10A, Controllo DC 91/50119

240Di10
240 V AC, 10A, Controllo DC, 
con Indicatori LED

-

240D25 240 V AC, 25A, Controllo DC -

240Di25
240 V AC, 25A, Controllo DC  
con Indicatori LED

-

240D30-HS
240 V AC, 30A, Controllo DC, 
con dissipatore di calore integrato

-

240D45 240 V AC, 45A, Controllo DC 91/50120

240Di45
240 V AC, 45A, Controllo DC, 
con Indicatori LED

-

380D25 380 V AC, 25A, Controllo DC 91/50116

380D45 380 V AC, 45A, Controllo DC 91/50141

480D10-12 480 V AC, 10A, Controllo DC, Transient-Proof 91/50149

480D15-12 480 V AC, 15A, Controllo DC, Transient-Proof 91/50144

480D25-12 480 V AC, 25A, Controllo DC, Transient-Proof -

480D25-HS
480 V AC, 25A, Controllo DC, Transient-Proof, 
con dissipatore di calore integrato.

-

ALIMENTAZIONE AC

Componente Descrizione  Articolo

480D45-12 480 V AC, 45A, Controllo DC, Transient-Proof 91/50139

575D15-12 575 V AC, 15A, Controllo DC, Transient-Proof -

575D30-HS
575 V AC, 30A, Controllo DC, Transient-
Proof, 
con dissipatore di calore integrato

-

575D45-12 575 V AC, 45A, Controllo DC, Transient-Proof -

575Di45-12
575 V AC, 45A, Controllo DC,Transient-Proof, 
con Indicatori LED 

-

MP120D2 
oppure 
P120D2

120 V AC, 2A, Controllo DC. 
Il Modello P è a basso profilo -

MP120D4 
oppure
P120D4

120 V AC, 4A, Controllo DC.
Il Modello P è a basso profilo.

-

91/50147

MP240D2 
oppure 
P240D2

240 V AC, 2A, DC.
Il Modello P è a basso profilo.

91/50122

-

MP240D4 
oppure 
P240D4

240 V AC, 4A, DC.
Il Modello P è a basso profilo.

91/50100

91/50140

MP380D4 380 V AC, 4A, DC. 91/50152

Z120D10 Modello Z, 120 V AC, 10A, Controllo DC -

Z240D10 Modello Z, 240 V AC, 10A, Controllo DC 91/50145

ALIMENTAZIONE DC

DC60P 
oppure DC60MP

60 V DC, 3A, Controllo DC. 
Il Modello P è a basso profilo.

- 
91/50104

DC200P 
oppure DC200MP

200 V DC, 1A, Controllo DC. 
Il Modello P è a basso profilo.

-

DC60S-3 60 V DC, 3A, Controllo DC 91/50103

DC60S-5 60 V DC, 5A, Controllo DC 91/50106


