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Power Series SSR Accessories

Safety Cover
A plastic safety cover (Opto 22 part number SAFETY COVER)
available for use with Opto 22 Power Series SSRs. 
The safety cover reduces the chance of accidental contact 
with relay terminals, while providing access holes for test
instrumentation.

SSR-HS Heatsink
Custom designed for the Power Series SSRs, the SSR-HS
heatsink provides excellent heat dissipation when mounted to
a metal surface with a matching thermal conductive pad,
which is used in place of silicon grease. One thermal pad is
included with the heatsink. Additional pads may be purchased
in packs of10 (part number SSR-THERMOPAD).     

Thermal Ratings

The thermal ratings shown in the following graphs were
obtained with the SSRs mounted to a metal surface with 
a thermal conductive pad.  

240D45 Amp Relay on SSR-HS Heatsink Derating

240D25 Amp Relay on SSR-HS Heatsink Derating

Heatsink Assembly

To take advantage of the cooling effect of natural air flow, 
we recommend mounting SSRs to a vertical surface. 
Before attaching the SSR, remove the protective film from 
both sides of the thermal pad, then place the pad on the 
heatsink making sure to align the holes. 
Secure the SSR to the heatsink with the screws provided.     

An optional plastic safety cover can be installed on a 
Power Series SSR. 
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V: SSR mounted to a vertical surface 
H: SSR mounted to a horizontal surface. 

Screws

Thermal conductive pad

Power Series SSR 
(not included)

Heatsink
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V: SSR mounted to a vertical surface 
H: SSR mounted to a horizontal surface. 

Accessories Part Numbers

Part Description

SAFETY COVER Power Series SSR safety cover

SSR-HS Power Series SSR heatsink

SSR-THERMOPAD Thermal conductive pad (pack of 10)
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ALIMENTAZIONE AC

Componente Descrizione Articolo

120A10 120 V AC, 10A, Controllo AC -

120A25 120 V AC, 25A, Controllo AC -

240A10 240 V AC, 10A, Controllo AC -

240A25 240 V AC, 25A, Controllo AC -

240A45 240 V AC, 45A, Controllo AC -

120D3 120 V AC, 3A, Controllo DC -

120D10 120 V AC, 10A, Controllo DC -

240D25-17 120 V AC, 25A, Controllo DC 91/50102

120D45 120 V AC, 45A, Controllo DC -

240D3 240 V AC, 3A, Controllo DC 91/50121

240D10 240 V AC, 10A, Controllo DC 91/50119

240Di10
240 V AC, 10A, Controllo DC, 
con Indicatori LED

-

240D25 240 V AC, 25A, Controllo DC -

240Di25
240 V AC, 25A, Controllo DC  
con Indicatori LED

-

240D30-HS
240 V AC, 30A, Controllo DC, 
con dissipatore di calore integrato

-

240D45 240 V AC, 45A, Controllo DC 91/50120

240Di45
240 V AC, 45A, Controllo DC, 
con Indicatori LED

-

380D25 380 V AC, 25A, Controllo DC 91/50116

380D45 380 V AC, 45A, Controllo DC 91/50141

480D10-12 480 V AC, 10A, Controllo DC, Transient-Proof 91/50149

480D15-12 480 V AC, 15A, Controllo DC, Transient-Proof 91/50144

480D25-12 480 V AC, 25A, Controllo DC, Transient-Proof -

480D25-HS
480 V AC, 25A, Controllo DC, Transient-Proof, 
con dissipatore di calore integrato.

-

ALIMENTAZIONE AC

Componente Descrizione  Articolo

480D45-12 480 V AC, 45A, Controllo DC, Transient-Proof 91/50139

575D15-12 575 V AC, 15A, Controllo DC, Transient-Proof -

575D30-HS
575 V AC, 30A, Controllo DC, Transient-
Proof, 
con dissipatore di calore integrato

-

575D45-12 575 V AC, 45A, Controllo DC, Transient-Proof -

575Di45-12
575 V AC, 45A, Controllo DC,Transient-Proof, 
con Indicatori LED 

-

MP120D2 
oppure 
P120D2

120 V AC, 2A, Controllo DC. 
Il Modello P è a basso profilo -

MP120D4 
oppure
P120D4

120 V AC, 4A, Controllo DC.
Il Modello P è a basso profilo.

-

91/50147

MP240D2 
oppure 
P240D2

240 V AC, 2A, DC.
Il Modello P è a basso profilo.

91/50122

-

MP240D4 
oppure 
P240D4

240 V AC, 4A, DC.
Il Modello P è a basso profilo.

91/50100

91/50140

MP380D4 380 V AC, 4A, DC. 91/50152

Z120D10 Modello Z, 120 V AC, 10A, Controllo DC -

Z240D10 Modello Z, 240 V AC, 10A, Controllo DC 91/50145

ALIMENTAZIONE DC

DC60P 
oppure DC60MP

60 V DC, 3A, Controllo DC. 
Il Modello P è a basso profilo.

- 
91/50104

DC200P 
oppure DC200MP

200 V DC, 1A, Controllo DC. 
Il Modello P è a basso profilo.

-

DC60S-3 60 V DC, 3A, Controllo DC 91/50103

DC60S-5 60 V DC, 5A, Controllo DC 91/50106


